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SLAB ON GRADE W/ BRICK LEDGE & MODIFIED TAPER TOP
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Masonry
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Brick ties, as per specs
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Vapor barrier, as per specs
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Weeping holes
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Backfill (free draining)
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#3 (10M) stirrups @ 8" [203mm] o/c For loads greater than 1300lbs/ft  [19kN/m) use Nelson Studs (see Notes)
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Wall reinforcement (see Note)
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6 " [159mm] LOGIX  14" [159mm] LOGIX  Brick Ledge Form
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6 " [159mm] LOGIX  14" [159mm] LOGIX  Tapered Top Form.   Field cut to suit.
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12" [13mm] drywall
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16ga. steel stud, as per specs
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Power driven fastener, as per specs
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Heat-Sheet radiant floor insulation under slab. See Notes.
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6 " [159mm] LOGIX  14" [159mm] LOGIX  Standard Form
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1. See Section 6 - Engineering in the LOGIX Design Manual or the LOGIX Field Manual for See Section 6 - Engineering in the LOGIX Design Manual or the LOGIX Field Manual for reinforcement details. 2. See Drawing 5.2.1.6/7 for stirrup details for Brick Ledge Form. See Drawing 5.2.1.6/7 for stirrup details for Brick Ledge Form. 3. See Drawing 5.2.5.12 for waterproof detail for Brick Ledge Form. See Drawing 5.2.5.12 for waterproof detail for Brick Ledge Form. 4. Visit Heat-Sheet.com for more information on Heat-Sheet radiant floor insulation.Visit Heat-Sheet.com for more information on Heat-Sheet radiant floor insulation.
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Acrylic parging, as per specs
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Strip of embedded fibre  glass mesh across joint (see Notes)
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Waterproof membrane (see Notes)
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Build Anything Better.
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