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4' FROST WALL WITH INTEGRAL SLAB & FRAMING
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1. See Section 6 - Engineering in the LOGIX Design Manual or the LOGIX Field Manual for wall See Section 6 - Engineering in the LOGIX Design Manual or the LOGIX Field Manual for wall reinforcement details. 2. Visit Heat-Sheet.com for more information on Heat-Sheet radiant heat floor insulation.Visit Heat-Sheet.com for more information on Heat-Sheet radiant heat floor insulation.
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Heat-Sheet radiant heat floor insulation under slab. See Notes.
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LOGIX Taper Top. (6 " [159mm] shown) 14" [159mm] shown) Cut 4" [10mm] at  top and trim to  accomodate slab.

AutoCAD SHX Text
Use LOGIX Taper Top (or LOGIX Double Taper Top) (6 " [159mm] shown) 14" [159mm] shown) for top course or where sill plates are located
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Concrete slab, as specified

AutoCAD SHX Text
Backfill (freedraining)

AutoCAD SHX Text
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Crushed stone over pipe, as specified
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Perforated drain tile, as specified
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Waterproof membrane
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Acrylic parging, as specified
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12" [13mm] sheathing
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Anchor bolt, as specified
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Termination strip
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Framed wall, as specified
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Exterior finish,  as specified
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Horizontal reinforcement (see Notes)

AutoCAD SHX Text
Vertical reinforcement (see Notes)
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