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BELOW GRADE BRICK VENEER (3 OF 4)
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LOGIX Standard Form (6 " [159mm] shown)14" [159mm] shown)
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2x plate anchored,  as per specs
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Grade
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12" [13mm] gypsum board
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Soldier course brick
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Brick veneer
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2 x 12 anchored, as per specs
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Subfloor
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Floor joist, as per spec
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Horiz. reinforcement (see Notes)
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Vert. reinforcement (see Notes)
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3/4
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40 x rebar diameter
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Builiding paper
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Weep hole @ 24" [610mm] spacing
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Flashing (just above grade)
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Grout fill to underside of flashing
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Cold joint
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LOGIX Standard Form (8" [203mm] shown)
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LOGIX Brick Ledge (8" [203mm] shown) 
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Waterproof membrane (see Note)
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1. See Section 6 - Engineering in the LOGIX Design Manual or the See Section 6 - Engineering in the LOGIX Design Manual or the LOGIX Field Manual for reinforcement details. 2. See Drawing 5.10.7 for stirrup details for Brick Ledge Form. See Drawing 5.10.7 for stirrup details for Brick Ledge Form. 3. See Drawing 5.10.44 for waterproof detail for Brick Ledge Form.See Drawing 5.10.44 for waterproof detail for Brick Ledge Form.
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Brick Ledge Stirrup (see Note)
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Acrylic parging, as per specs
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Strip of embedded fibre  glass mesh across joint (see Note)
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Strip of embedded fibre glass mesh across joint (see Note)
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Waterproof membrane
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Build Anything Better.
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