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Drywall Or use either:
as per specs 1. 3" thick layer of
spray polyurethane
foam.
Siding or other 2. Layer of reflective
exterior finish 63" LOGIX foil bubble.
Standard Forms
NOTES:
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5.8.2 - 2x8 OVERHUNG TOP PLATE  L0GIX Product Manual for
reinforcement details.
The drawing represented herein is to be used as a Drawing: Date:
® reference guide only; the user shall check to ensure the 5.8.1.5 Jul 30/1 3
drawing meets local building codes and construction
oo D T e practices by consulting local building officials and Title:

2X8 OVERHUNG TOP PLATE



AutoCAD SHX Text
5.8.1.5

AutoCAD SHX Text
Drawing:

AutoCAD SHX Text
Jul 30/13

AutoCAD SHX Text
Date:

AutoCAD SHX Text
Title:

AutoCAD SHX Text
2X8 OVERHUNG TOP PLATE

AutoCAD SHX Text
See Section 6 - Engineering in the LOGIX Product Manual for reinforcement details.

AutoCAD SHX Text
Roofing

AutoCAD SHX Text
Rain gutter

AutoCAD SHX Text
Roof sheathing

AutoCAD SHX Text
2x8 sill gasket and anchor bolts, as per specs

AutoCAD SHX Text
Siding or other exterior finish

AutoCAD SHX Text
Drywall

AutoCAD SHX Text
6 " LOGIX  14" LOGIX  Standard Forms

AutoCAD SHX Text
Typical vapor barrier. Or use either: 1. 3" thick layer of 3" thick layer of spray polyurethane foam. 2. Layer of reflective Layer of reflective foil bubble.

AutoCAD SHX Text
Blown insulation

AutoCAD SHX Text
Roof truss

AutoCAD SHX Text
Build Anything Better.


	Sheets and Views
	Model


