
The drawing represented herein is to be used as a
reference guide only;  the user shall check to ensure the
drawing meets local building codes and construction
practices by consulting local building officials and
professionals, including any additional requirements.
Logix reserves the right to make changes to the drawing
without notice and assumes no liability in connection with
the use of the drawing including modification, copying or
distribution.

Drawing: Date:

Title:

Drawing: Date:

Title:

Page:

LOGIX
INSULATED CONCRETE FORMS

®

Build Anything Better.

1-866-944-0153
www.logixicf.com

PARAPET SLOPED CAP
WITH LOGIX PRO BUCK

5.8.6.2 Oct 02/18 1/1

PLAN VIEW
STAIR WELL AT FLOOR LEVEL

Field trim 14"  along top course
at low side of slope

(see table for additional sizes
and corresponding slope)

Metal cap flashing

Mechanically fastened
EPDM roof membrane

Exterior finish

Logix ICF
(6.25" shown)

RESULTING SLOPE AT TOP OF PARAPET BASED ON 14" TRIM AT
TOP OF ICF

LOGIX SLOPE

Logix 4" 2.6 %

Logix 6.25" 2.1 %

Logix 8" 1.9 %

Logix 10" 1.6 %

Logix 12" 1.4 %

Logix Pro Buck
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